
INT-300L (SDOH)
Interceptor with Self-Dumping Overturning Hopper for the Recovery of

Large Quantities of Metal Chips mixed with some Oil/Coolant

Characteristics

Forklift
Ready 

Wet and Dry
Recovery 

Interceptor with Self-Dumping Overturning Hopper
(SDOH) for the recovery of large quantities of metal
chips mixed with some oil/coolant
The internal volume of the hopper is 52 gal. (200L). A
screen inside the hopper separates the upper part
from the lower part. It can recover 26 gal. (100L) of
metal chips and 26 gal. (100L) of oil/coolant
The metal chips are separated from the oil inside the
hopper. The metal chips are recovered in the upper
part of the hopper and the oil is deposited at the
bottom of the hopper. The screen can be removed
and 52 gal. (200L) of chips can be recovered
The oil is emptied using the 1" drain valve
The recovered metal chips are easily emptied using a
forklift to lift and dump the contents of the hopper.
There is no manual lifting required. The manually
operated dumping mechanism is easy to use
Four 5" (125 mm) wheels, allow for maximum
maneuverability

Website: http://www.controlledairdesign.com 
Email: sales@controlledairdesign.com

INT-300L (SDOH) Brochure - Downloaded: October 6, 2020 - Page 1/2    



Specifications

INT-300L (SDOH) 219901

Model Name INT-300L (SDOH) INTERCEPTOR

Suction Inlet 90 mm

Cart Type Carriage Base (CB)

Total Recovery Capacity 52 gal.

Length 43 "

Width 37 "

Height 50 "

Please note that specifications are subject to change without notice

Use only recommended tools & accessories

Liquid Level Indicator - Included Ø1" (Ø25.4mm) Manual Drain Valve - Included

Self-Dumping Overturning Hopper (SDOH) - Included
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